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BMBD030 AUTOMATIC DOUGH DIVIDER/ ROUNDER 

1. Preface 

Welcome to your BakeMax® Automatic Dough Divider/ Rounder. It will be a very helpful 

partner. Please read and follow these instructions to obtain appropriate operation and 

maintenance. It will be the best tool to help you make bread efficiently for the next 10 years. 

2. Introduction 

This machine was designed to round and divide dough automatically into small dough balls 

equal in size. It can help you to save time and it's easy to operate. It uses a Hydraulic system to 

control operation by program. Rounding pressure and rounding time can be adjusted at 3 

stages. Increased rounding radius for better rounding quality. Larger base will help you to 

operate with more stability. Rounding tray is made of material with static electricity treatment 

and this machine is required to start running by 2 hands at the same time, in order to protect 

users from cutting by machine. We have 4 different types of machines with its capacity in 

30pcs and 36pcs per tray.  

3. Specification & Components 

*Specification: 
 

Model  BMBD030 BMBD030B BMBD036 BMBD036B 

Weight of Dough gram 30-100 40-120 10-40 30-100 

Capacity / Tray pes 30 30 36 36 

Motor kw 1.5 1.5 1.5 1.5 

Weight of machine kg 520 520 520 520 

Crate Size cm 83*93*186 83*93*186 83*93*186 83*93*186 



*Specification: 
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Number Description Number Description 

1  Cover 6 Arch Stand 

2 Front Cover 7 Plug 

3 Rounding Tray 8 Hanger 

4 Control Panel 9 Switch 

5  Electric Box 10 Side Cover 
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4. Method Of Transportation 

1. Use 1 Ton forklift to move the machine to adequate position before unpacking. (See picture 

3) 

2. Break wooden crate and left the bottom board. Loosen the 4pcs 5/8" screws, which are fixed 

on bottom board by wrench. 

3. Use Nylon belts through main body of machine. Lift up Nylon belts by forklift to take 

machine off the skid and fix the machine on the predicative position. (Seepicture 4) 
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5. Method Of Installation and Matters To Be Noted: 

*Method of installation: 

1 Å    Locate machine on flat, dry floor with enough space left around the machine. 

2 Å    In picture 5, refer to the dimension and distance to ensure there's enough space to 

operate and clean 

3 Å    Put 4pcs rubber foot on 4 corners with stability, and then drill 4 holes at 1/2" Dia. 

4 Å    Shoot in 4pcs 3/8" expanding screws and tighten up. 

5 Å   Connect power supply with machine at correct voltage in coordination with specification. 

5 Å    Turn on machine and check if knife is acting. If not, it means the motor is running in 

wrong direction and change any 2 phases of power supply to each other. 
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