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I. TECHNICAL PARAMETER 
Model BMCHD01 BMCHD05 BMCHD10 

Power input (W)  470 900 930 
Storage temperature CO  40- 65 
Power supply  110V, 60Hz  
Capacity (L)  98 128 168 
Lights  T5   2 X 1 4W T5   2 X 2 1W T5   2 X 28W 
Dimension (w-D«h) (mm) 940X470X500 1240X470X500 1540X470X500 

Net Weight (Kg)  4 8  5 8  7 0  

II. Cautions & Safety  

1. The cabinet should be placed on a firm surface with stability.  

2. The spacing of the case should be greater than 40 cm from any surrounding wall or 

obstruction. 

3. The voltage supply power must be within 10% more or less than the parameter of the 

nameplate on the machine. If the voltage is not stable, please add a power stabilizer about 

5 times the total power input, otherwise the life of the unit may be reduced. Please put the 

plug on a fixed socket with power switch and fuse to ensure the safe operation. 

4. Never use fuel, easy-exploding or corrosive things near the cabinet. 

5. The gradient angle of the cabinet should not be bigger than 45° when you convey. 

6. The environment should be dry and away from eat sources. 

7. This appliance is not intended for use by person (including children) with reduced 

physical, sensory or mental capabilities, or lack of experience and knowledge, unless they 

have been given supervision or instruction concerning use of the appliance by a person 

responsible for their safety. 

8. Children should be supervised to ensure that they do not play with the appliance. 

9. Keep underneath of showcase clear for free flowing air. 

 



 

 

III . HOW TO OPERATE 

1. The SF-231 electronic thermostat is used in this series of cabinet. When you insert the 

plug into the socket, the thermostat will automatically show the temperature inside the cabinet; 

if the temperature inside the cabinet is lower than the desired temperature the heater begins to 

work; if the temperature is higher than the desired temperature plus tolerance the heater stops. 

During the state of heating, heating light shines; otherwise it does not.

2. Before the cabinet is sold to user, the manufacturer has set the thermostat. The user 

does need not to adjust concerned parameter; if the user needs to adjust it, please do as 

follows: 

 

 

 

 

 

 

a.    Temperature setting: press button, the temperature value will be 

displayed and flashed, press or  
 
button, the temperature value will 

be modified. Press set button again, the set temperature value will be stored, 

and the current temperature will be showed. If you don't press any key it will 

return showing current temperature within 10 seconds. 

b. Illumination:    press 
 
button, light in the cabinet shines; press  

button again, turns it off. 



 

3. If there are some deviant cases on the thermostat, such as English letters on the 

panel or customer has some questions, please call 1.800.565.2253. 

4. The food should be laid inside the cabinet lightly, prevent from destroying the 

glass. 

5. Please use the soft cloth to clean, prevent from scraping the surface. 

6. Don't let laypeople repair this series of product for avoiding damage. 

Professionals only should attempt repair. 

7. The food laid on the shelf should be arranged equably, each shelf could load 

10KG at most. 

8. Prevent from tipping, emphatic and shaking sharply when moving the unit. 

9. Don't put the food over the grille from which wind flows in/out lest affect 

normal work of the cabinet. 

10. For economy and keeping stability of temperature, please decrease times of 

opening and closing the door. 

ll.  If the cabinet has not been used for a long time, please check the whole wire 

connection carefully before you use it again.  

IV.SERVICE AND MAINTENANCE 

1. Check the power supply before you use the cabinet. 

2. Keep the cabinet clean inside and outside, make regular cleanout. 

3. Strictly prohibited to use any acid, or corrosive agents to clean. Use light 

scratch-less cloth to scour or scrub away and cloth to wipe up if it is too dirty. 



 

4. The installation of the heater unit must only be made by the manufacture's 

service personnel or similarly skilled person. 

5. If the supply cord is damaged, it must be replaced by the manufacturer, its 

service agent or similarly qualified persons in order to avoid a hazard. 

6. If the light has fault, please replace it with the same model and power as the 

parameter on the nameplate which is stuck on the lampshade. 

 

 

 

V. TROUBLESHOOTING  
 

Fault Analysis Solution 

ÅNo power supply ÅPoor contact between plug & 

socket 

ÅInput control circuit fault 

ÅRepair or replace it ÅInspect it 

by instrument or meter 

Åheater does not 

work 

ÅThermostat fault ÉThermostat's 

contact is poor ÅHeater fault 

ÅReplace it 

ÅInsert the connector tightly 

ÅReplace it 

Åtemperature in the 

cabinet can not 

reach desire 

ÅThermostat sensor is not put 

suitably 

ÅThermostat sensor fault 

ÅThermostat is not set well 

ÅCheck the situation of sensor 

ÅReplace sensor ÅReset 

thermostat 

Åcirculation fan does 

not run 

ÅFan fault 

ÅFan motor's bearing lack oil ÅFan 

motor coil damaged 

ÅReplace it 

ÅFill oil 

ÅReplace it 

Å Light does not 

shine 

Å Light faults  

Å Circuit contact is bad 
ÅReplace it 

Å Measure it  use universal 

meter, replace it 

 

 

 

 

 

 

 

 

 



 

 

 

VI .CIRCUIT DIAGRAM  

 



 

 


