
 

 

 

 
Fully Automatic Bun Divider 

BMBDF30 

BMBDF36 

Parts Breakdown 

 



 

Spare Parts and Details: 

*Details: (See picture 7, 8, 9, 10) 

 
(Picture 7) 

 

(Picture 8) 
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(Picture 9) 
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(Picture 10) 
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*Spare parts: 
 

No. Description No

. 

Description No. Description 

101 Support Plate 13 Fish Shape Moving Block 192 Fixed Plate 

102 Support Spring Block 14

0 

Revolving Outer Stand 194 Screws 

104 Support Stand 14

1 

Plug 196 Fixed Plug 

105 Arch Fixed Stand 14

2 

Rounding Tray 205 Oil Cover Plate 

106 Extension Spring 14

5 

Transmission Belt Wheel 210 Top Hood 

107 Flour Frame 14

6 

Motor Belt Wheel 310 Sleeve 

108 Back Hood 14

7 

Nut for Revolving Stand 313 Bearing Stand Sleeve 

109 Front Hood        14

8 

Moving Sheet 352 Electric Box Cap 

110 Stop Knife 15

5 

Pendulum Stand 450 Hydraulic Cylinder (Up) 

111 Extension Spring 15

9 

Axle of Lever Stand 455 Hydraulic Cylinder 

114 (Down) 16

0 

Up and Down Moving Rod 460 Fixed Plate 

119 Hanger 16

7 

Ball Plug 468 Stop Plate 

120 Connector 17

3 

Screw 469 Fixed Rod (Up) 

122 Connected Rod 17

4 

Knife 470 Support Plate 
 "U" block 17

5 

E&tam Sp\-m% Scse ̂ 471 Oil Box                         . 

126 Cover Plate 18

0 

Axle 472 Oil Box cap 

127 Knife Stand 18

1 

Frame M-l Motor 

129 Neck Screw 18

2 

Cross Frame BL

1 

Belt 

133 Main Shaft 18

3 

Leading Axle Center B-l Bearing 

135 Extension Spring 18

5 

Down Moving Bearing Stand B-2 Bearing Button Body 

136 Setting Stand Plug 18

6 

Down Part of Machine B-3 Bearing 

(Table 4) 

10. Circuit Diagram and Parts 

*Parts List: 
 

No. Item Description Ret. To Document Technical Data 

1 -Q1 Main Switch 3P-25A or same level product 

2 -M1 Main Motor 1HP, 3PH, 220V/380V/415V, 

3 -M2 Hydraulic Motor 1HP, 3PH, 220V/380V/415V, 

4 -KM1 Magnetic Contactor 6MC-10P                                       I 

5 -KM1 Magnetic Contactor SMC-10P 

6 -F1 Overload 220V-3.3A,380V-2.5A,415V-2.2A 

7 -F2 Overload 220V-4A,380V-2.5A,415V-2.2A 

8 -F3 Fuse 1A 

9 -F4 Fuse MA 

10 -KR1-KR5 Relay [MY2NJ (2A2B) 

(Table 5) 
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11. Oil Diagram 

Oil Pressure System : In case of different power voltage, frequency in different area, adjust 

pressure figure in accordance with the drawings. (See Picture 12) 

P1 is pressure-adjusted switch, original setting 

BMBD030A:  90 kg  

BMBD036:  110 kg 

BMBD036:  70 kg  

BMBD036: 110 kg 

P2 is up hydraulic cylinder, pressure adjusted 

switch 

BMBD030: 80kg 

BMBD030B: 80kg 

BMBD036:  60kg 

BMBD036: 80kg 

P3 is rounding self protection switch to be set 

at 25. 

(Picture 12) 

Check oil pressure unit set once monthly, and add CPC R46 cycle oil or ISO NUTO- 4& 

cycle oil is insufficient. Change oil after running 3000 hours. 
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